
7 zip console manual

Home | Contact | DMCA

File Name: 7 zip console manual.pdf
Size: 3717 KB
Type: PDF, ePub, eBook
Category: Book
Uploaded: 14 May 2019, 18:22 PM
Rating: 4.6/5 from 799 votes.

Status: AVAILABLE

Last checked: 17 Minutes ago!

In order to read or download 7 zip console manual
ebook, you need to create a FREE account.

Download Now!
eBook includes PDF, ePub and Kindle version

✔ Register a free 1 month Trial Account.
✔ Download as many books as you like (Personal use)
✔ Cancel the membership at any time if not satisfied.
✔ Join Over 80000 Happy Readers

Book Descriptions:

We have made it easy for you to find a PDF Ebooks without any digging. And by having access to our
ebooks online or by storing it on your computer, you have convenient answers with 7 zip console
manual . To get started finding 7 zip console manual , you are right to find our website which has a
comprehensive collection of manuals listed.
Our library is the biggest of these that have literally hundreds of thousands of different products
represented.

http://filesoftclub.club/fc/7 zip console manual
http://filesoftclub.club/fc/7 zip console manual
http://filesoftclub.club/fc/7 zip console manual
http://filesoftclub.club/fc/7 zip console manual
http://filesoftclub.club/fc/7 zip console manual
http://filesoftclub.club/fc/7 zip console manual
http://filesoftclub.club/fc/7 zip console manual
http://filesoftclub.club/fc/7 zip console manual


Book Descriptions:

7 zip console manual

Windows users who want to use the commandline version should generate a Help Desk ticket to
install the standalone 7za.exe version. Other than this program invocation command, all commands,
parameters and switches are identical for all commandline versions. Therefore, you will need to
begin a session either by moving your files into 7Zips directory or by using the full path for the file
names. The full path must be enclosed in quotes as in the example above if any portion of it contains
a space.See Creating an Archive for detailed information on archive types. Switches and other
filenames can be in any order. Wildcards or filenames with spaces must be quoted However, some
switch options take optional string arguments, and therefore must be the last option in a combined
argument token string because 7Zip accepts the rest of the argument token as the optional
argument. Therefore, employ only a file system and archive format that uses Coordinated Universal
Time UTC if possible. For example, select the NTFS file system and choose one of the archive
formats that support UTC like 7z or ZIP combined with the mtc switch. However, in cases where you
are restricted to using a file system that uses local time, use an archive format that supports local
time as well; for example, use ZIP with FAT32. If the user gives a no answer, 7Zip will prompt for
the Then a no answer skips that file; or, yes prompts for If this option is not given, recursion will be
not used. For more details see specification of the r Recurse switch. If this option is not given, then
the global value, assigned by the r Recurse switch will be used. For more details see specification of
the r Recurse switch. See List file description. This option is default for all commands. WIN Default
character set of Windows. DOS Default DOS OEM character set of Windows. Its default for Windows
systems Its not required that a path end with a backslash. If is not assigned, then 7Zip will use the
Windows temporary
directory.http://www.fiacasyfutones.com.ar/userfiles/elenberg-ht-111-manual.xml
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By default, 7Zip builds a new base archive file in the same directory as the old base archive file. By
specifying this switch, you can set the working directory where the temporary base archive file will
be built. After the temporary base archive file is built, it is copied over the original archive; then, the
temporary file is deleted. For example Each filename in such a list file must be separated by a new
line symbol. Use scs switch to change the encoding.Use a separate m switch for each parameter
when adding the parameters below to the command line.Usually, compressing in solid mode
improves the compression ratio. Use a larger block size for data types that are more efficiently
compressed, like text. It uses BCJ2 filter in Ultra mode and BCJ filter in other modes.If archive
header compressing is enabled, some parts of archive header will be compressed with LZMA
method. Binds the output stream S1 in coder C1 with input stream S2 in coder C2. If the stream
number is not specified, stream 0 will be used. Usually the coder has one input stream and one
output stream. In 7z some coders can have multiple input and output streams. Eg; the BCJ2 encoder
has one input stream and four output streams. Numbers must begin from 0, and are used in
numerical order. LZMA uses only 2 threads. For example 7z a t7z Archive.7z TestFile.txt m This
option affects only compression with any method and decompression of BZip2 streams. Each thread
in the multithread mode uses 32 MB of RAM for buffering.If you want to compress more than one
file to these formats, create a tar archive first, and then compress it with your selected format. In
this way your commandline file cant be searched for the password. It also encrypts archive headers
mhe , so filenames will be encrypted. It provides a very good compression ratio for plain text files
while maintaining the same speed and memory requirements for both compression and
extraction.http://piqiso.ru/userfiles/elenberg-dvdr-610-manual.xml
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It converts some branch instructions for increasing further compression. It requires further
compression. It requires further compression. Compression will use multithreading optimization.
You can use UPX program to compresss such modules. After compressing by the UPX program, the
size of the sfx module will be reduced to 4050% of its original size. You can download these modules
from www.7zip.org. SFX modules for installers 7zS.sfx and 7zSD.sfx allow you to create your own
installation program. Such a module extracts the archive to the users temp folder, and runs a
specified program, and removes the temp files after the program finishes. You can use the following
command to create an installer selfextracting archive The file contains any or all these string pairs
Use RunProgram, if you want to run a program from the.7z archive. Use ExecuteFile, if you want to
open a document from the.7z archive, or if you want to execute a command from Windows. See
Command line syntax for more details. There are 3 different action sets for commands a Add, d
Delete, u Update. You can overload any pair. All options in this switch will refer to this new archive.
If not assigned, then all options in this switch will refer to the base archive of the command. This
feature is supported only in 7z format. For example, one or more files were locked by some other
application, so they were not compressed. See Type of Archive Switch for additional information. In
solid mode, files are grouped together. Usually, compressing in solid mode improves the
compression ratio. It uses BCJ2 filter in Ultra mode and BCJ filter in other modes.If archive header
compressing is enabled, some parts of archive header will be compressed with LZMA method. It is
used also to associate parameters with methods. Numbers must begin from 0. Methods that have
smaller numbers will be used before others. If stream number is not specified, stream with number 0
will be used.

In 7z some coders can have multiple input and output streams. LZMA compression uses only 2
threads. You can use any number of methods. The default method is LZMA. It can be in the range
from 1 to 10. The default value is 1 for normal mode, 2 for maximum mode and 7 for ultra mode. A
bigger number can give a little bit better compression ratio but a slower compression process. If you
have a multiprocessor or multicore system, you can get a speed increase with this switch.It can be in
the range from 3 to 258 257 for Deflate64. Usually, a big number gives a little bit better
compression ratio and a slower compression process. A large fast bytes parameter can significantly
increase the compression ratio for files which contain long identical sequences of bytes. It can be in
the range from 1 to 15 for Deflate and from 1 to 10 for BZip2. Usually, a big number gives a little bit
better compression ratio and a slower compression process. You must specify the size in bytes,
kilobytes, or megabytes. The maximum value for the Dictionary size is 900000b.If you have a
multiprocessor or multicore system, you can get a speed increase with this switch. This option
affects only compression with any method and decompression of BZip2 streams. Each thread in the
multithread mode uses 32 MB of RAM for buffering.It can be in the range from 1 to 10. A bigger
number can give a little bit better compression ratio and a slower compression process. If you have a
multiprocessor or multicore system, you can get a speed increase with this switch.Command line
version uses GZip method or Deflate. The main features of the LZMA method You must specify the
size in bytes, kilobytes, or megabytes. For decompressing a file compressed by LZMA method with
dictionary size N, you need about N bytes of memory RAM available. Default method is bt4.So keep
at least 32MB of physical memory unused. It can be in the range from 5 to 273. The default value is
32 for normal mode and 64 for maximum and ultra modes.



https://formations.fondationmironroyer.com/en/node/11081

Usually, a big number gives a little bit better compression ratio and slower compression process. It
can be in range from 0 to 1000000000. Usually, a big number gives a little bit better compression
ratio and slower compression process.You must specify the size in bytes, kilobytes, or megabytes.
The default value is 24 16MB. PPMd uses the same amount of memory for compression and
decompression. The default value is 6. Chinese Trad. Esperanto French German Indonesian Japanese
Portuguese Brazil Spanish Thai Vietnamese You can use it on any computer. You dont need to
Rightclick the icon of 7Zip File Manager, and then click Run as administrator. Then you can change
file associations and some other options. It can help when qs is not used. Other ZIP programs can
open some archives with incorrect headers, since these programs Instead try to find the program
that was used to create the archive and inform the developers But latest versions of 7Zip supports
RAR5 archives. Only Windows Explorer knows exact drop target. And Windows Explorer needs files
drag source as decompressed files on disk. So 7Zip extracts files from archive to temp folder and
then Then Windows Explorer copies these files to drop target folder. If you need to compress only
files with some extension, you can use r switchYou can change current folder to folder that is
common for Also that block of 2 GB can be fragmented for example, by some DLL file, There are no
such limitations in 64bit Windows. So you can use any dictionary in Windows x64, if you have
required amount of physical RAM. These options are casesensitive. Read about recovering
procedureSome files also require a new Platform SDK from microsoft.com So you must use.
Windows Server 2003 PSDK February 2003 with MSVC6. It, however, doesnt use standard COM
interfaces for There are other applications In brief, it means that any LGPLed code must remain
licensed under the LGPL. For Any other code in your application can be licensed as you wish.
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This scheme allows users and developers to change LGPLed code and recompileRead more here The
site is hosted at Digital Ocean. Compress, extract, archive and optimize with the 7z.exe executable.
7Zip. The 7z.exe program is used to compress, extract and update files through the command line. It
provides superior compression. It is a great program. 7Zip is opensource. This makes it easy to
obtain and use. This document covers some common command lines focused on Windows, but
applicable to any OS like Linux or macOS. Please go to 7zip.org and get the command line version.
Tip For convenience and so you dont need to change environment paths, put the 7za.exe file in your
user directory. Next Open the Windows console and test the 7z.exe program out with a few
commands. Type in the exe name 7za and this will display. Switches Then you specify optional
switches, the archive name source or destination and files.Empty path means a temporary directory.
Arguments You have to specify the destination archive, and the source files in that order. The
screenshot shows the files compressed in files.7z. Example command line 1 Scanning. Creating
archive files.7z. Compressing file1.txt. Compressing file2.txt. Everything is Ok. This stands for
delete. It allows you to remove a certain file or set of files from inside an archive. Note You will need
this if you use huge archives and need to save time. This is from the manual. This is more useful
when you do not have a solid archive. Example d command line You must specify the source archive
always, and may also specify a destination. Overwrite prompts 7Zip will always prompt you if there
is a file it needs to overwrite to extract the new file. However This can be problematic if you are
scripting or embedding 7za.exe. In that case, see the y switch. Example e command line You
probably will not need to use it often. I thought I would test it and show an example. Next This
shows the listing of a solid archive.

http://itechsystem.fr/images/canon-eos-d20-manual-pdf.pdf
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The originals are 27216 bytes and 3888 bytes. They compress down to 1030 bytes. Example l
command line Listing archive files.7zWarning Dont confuse the two. This one is used for
diagnostics.This command replaces old files in your archive with newer files. This prevents needing
to decompress and recompress the entire archive. A solid archive is one where all the files are
compressed together. Solid archives are limited. Example u command line This is the most important
and useful option you can use. Tip It specifies the method of compression. Here I will show a bunch
of options, and also some examples. Switch mfb Specifies number of fast bytes. Dont bother. Switch
mpass Number of passes for deflate compression. Dont bother with this. Automatically set with
levels. Switch md This specifies dictionary size. It is automatically set, so dont bother. Switch mmt
Enable multithreading. Use if you have quadcore and a huge archive. Compression levels. Switch
mx0 Dont compress at all. Switch mx1 Low compression. Switch mx3 Fast compression mode.If you
have an elaborate or important directory structure, use this option. This would be most useful for
backups. Example x command line Here I show how to specify the archive type. Note that you can
specify any file name you want for any type. But some extensions are recommended—they are
standard. Type switches Example filename archive.7z default optionExample filename archive.gzip,
archive.gzExample filename archive.zip compatibleExample filename archive.bzip2Example filename
tarball.tar UNIX and LinuxExample filename image.iso may not be supportedExample filename
disk.udf Type switch examples. The 7Zip manual shows the tiso and tudf switches. These are not the
most common. Almost all of the examples in this document use t switches. Example a command lines
Here I show the example compression commands from the 7Zip manual. I demonstrated simple ones
at the start of this document. These are more complex.

Example a command line 2 This next command line shows how to create a solid 7z archive of
program files executables. It uses multithreading mode, which means it will be fast. Example ms
command line PPMd is an extraordinary algorithm for compressing text. Here I show a command in
the 7Zip manual that compresses all the text files in the working directory. Tip The command is
useful because you will normally want to compress only text files with PPMd. Example PPMd
command line This is where o can come in handy. Use this to set the destination directory. Example
o command line This is really helpful when security and encryption is involved. You can specify a
password on the command line. Example p command line This next console output shows what
happens when you try to open the passwordprotected archive. The password here is SECRET.
Header encryption Add mhe to encrypt headers. The password command will automatically deal with
encrypted headers. Tip Remember, encrypted headers will hide the names of the files in your
archive. Example x command line 2 Processing archive pw.7z. Enter password Casesensitive. We can
use caseinsensitive file names. For crossplatform stuff, the casesensitive option is useful. I will show



my own example here with some explanation. Switch ssc Specify casesensitive mode. The default is
ssc on Windows insensitive. The default is scc on Linux sensitive. Example ssc command line Be
careful—you cannot restore an overwritten file normally. This switch takes another argument.
Switch aoa This switch overwrites all destination files. Use it when the new versions are preferred.
Switch aos Skip over existing files without overwriting. Use this for files where the earliest version is
most important. Switch aou Avoid name collisions. New files extracted will have a number
appending to their names. You will have to deal with them later. Switch aot Rename existing files.
This will not rename the new files, just the old ones already there.

https://www.revistadefiesta.com/wp-content/plugins/formcraft/file-upload/server/content/files/16274
e4758361a---brother-intellifax-720m-manual.pdf

Examples Specify the name of the destination archive file and the source files afterwards.
Subdirectory To add many files from an entire subdirectory, specify just the directory name. You do
not need to use a wildcard. We include the trailing slash. Example subdirectory command line The
syntax with o is a bit funny. This is the example from the 7Zip help file. Example output directory
command line The volume switch specifies the exact size in bytes, kilobytes or megabytes.They are
sometimes useful to know. Usually you can do better just by using the defaults. Switch ssw
Compress locked files. You can try this if you have problems opening files. Switch w Set working
directory. You can use this when you want to specify temp folders. Solid archives. 7z is the only file
format in 7Zip that you can specify whether the archive is solid or not. This is the default so you
wont often need to specify it. Useful when you need to update individual files. Will reduce
compression ratios normally. 7z archives. Some things you can change are dictionary sizes,
FastBytes values, MatchFinder values, and filters. Normally you dont need to deal with these. PPMd.
With the 7z format, you can specify the algorithm. PPMd is good for compressing plain text files. It is
ideal for Word documents. PPMd does not perform as well on binary data. They are useful and
higher is normally better. They are not normally useful. Tip You should use PPMd when you have a
large corpus body of text. This could include HTML. It can improve ratios by around 30%. How do I
add many files with a specific extension. You can use the wildcard anywhere. This can be combined
with any compression level. The modes in 7Zip automatically use many different settings. How do I
use 7z format. Or you can simply omit the type switch and that will default to 7z. This format offers
the greatest compression ratios. Prompts. You can stop 7Zip from displaying prompts. Please use the
y switch.

This will assume a yes answer to all prompts. Use this only when you are confident. Why cant I
update my archive. It is probably a solid archive. 7z archives are by default solid archives—all the
files are compressed together. Tip Change the archive not to be solid if you want to update it. How
can I see whats inside an archive. How can I exclude certain files. Sometimes you want to manually
exclude certain files. Use the x switch, followed immediately with an exclamation mark and then the
filename. How can I replace files. By using the ao switch, described above. There are other options,
and it is usually a better idea to use one of the renaming options aou or aot. Can I ignore extracting
files already on disk. Note Use aos if your files dont change over time and overwriting would just be
a waste. Internal settings. You can change internal settings. You do not need to do this normally. An
indepth study would be fascinating. Header compression is by default enabled. 7za.exe versus
7z.exe. Older versions of 7Zip named the executable 7za.exe, but newer ones just use 7z.exe. The
same code is in the new file. AdvanceCOMP. You can use AdvanceCOMP to improve compression
ratios. The improvement is often small, less than 1%. AdvanceCOMP has more options and is more
finegrained. AdvanceMAME github.com A review. 7Zip can be used on the command line. We
created new archives, added to existing archives, used different formats, and used various strengths.
Every person is special and unique. However, it’s unfortunate how only professionals and advanced
users are the ones who know about it. So to give credit to this amazing tool, we will teach you a

https://www.revistadefiesta.com/wp-content/plugins/formcraft/file-upload/server/content/files/16274e4758361a---brother-intellifax-720m-manual.pdf
https://www.revistadefiesta.com/wp-content/plugins/formcraft/file-upload/server/content/files/16274e4758361a---brother-intellifax-720m-manual.pdf


simple guide on how to use 7Zip. On the other hand, a lesserknown choice is 7Zip. It is free and has
the smallest compression compared to the prior options. Thus, they are often clueless about how to
use 7Zip or the benefits it has to offer. They are also not aware that it can also have archive errors
sometimes.

Those are the few questions you need to learn after exploring how to use 7Zip so you can manage
the 7Zip command line. This is between 2 to 10 percent better than other tools available. This is
primarily because 7Zip is using LZMA as well as LZMA compression. In addition, it has dictionary
sizes and superb compression settings. However, this doesn’t stop 7Zip to show that it can match
the bigger and more established names in the industry. In downloading 7Zip for Mac or Linux, just
follow the steps discussed. As of this writing, these are the versions available. Choose the version
you want and click on the “ Download ” button. A new window appears which asks you what
directory you like to install the program. Choose the destination folder you wish to save the program
and click “ Install ”. Once the 7Zip is installed, hit the “ Finish ” button. Now, let’s proceed on how
to use 7Zip and other vital product details and information. Some of the features are briefly
discussed below At the same time, it provides a toolbar with a draganddrop feature. It is possible as
well to switch between a single or even dualpane view. 7Zip password protect can help you protect
the program. Now, we will move on to properly use 7Zip both for compressing files and extracting
them. At first, let’s proceed with compressing files. Step number 2. Click on what file you wish to
compress and click “ Add ”. This will identify the file that you need compress. Ensure that your
Archive format is set to “ Zip ” and then hit the “ OK ” button. Step number 4. 7Zip will now process
the file and compress it in a zip file that’s located in the same destination where the original file is.
Just check the instructions below. Choose files you wish to extract and press rightclick. This will
open a new menu. Hover over the “ 7Zip ” option. Choose “ Extract Here ”. This brings up a new
window that shows the progress as well as the remaining time before extracting the file. Wait for it
to finish.

The extracted file will appear in the same directory where you have all RAR or 7Zip files in. Few of
its remarkable specs are. For GZIP and ZIP formats, 7Z delivers a compression ratio that’s 2 to 10
percent better compared to WinZip and PKZip.The best part, 7z is available and downloadable free
of charge. If you’re afraid that you don’t know how to use 7Zip, which stops you from switching,
follow the steps above. Start to enjoy the lowest compression at no price. This tutorial shows 7Zip on
the command line. Compress, extract, archive and optimize with the 7za.exe executable.It provides
superior compression. It is opensource. This makes it easy to obtain and use. Please go to 7zip.org
and get the command line version. Type in the exe name 7za and this will display. You have to
specify the destination archive, and the source files in that order. Scanning. Everything is OkThis
stands for delete and is used much less often. It allows you to remove a certain file or set of files
from inside an archive. This is from the manual. You must specify the source archive always, and
may also specify a destination. The lowercase L is used to list the contents of archives and you
probably will not need to use it often. I thought I would test it and show an example. The originals
are 27216 bytes and 3888 bytes. They compress down to 1030 bytes. Listing archive files.7zDont
confuse the two. This one is used for diagnostics. This is a useful command and is great when you
want to replace old files in your archive with newer files. This prevents needing to decompress and
recompress the entire archive. A solid archive is one where all the files are compressed together.
Solid archives are limited. This is the most important and useful option you can use. It specifies the
method of compression. Here I will show a bunch of options, and also some examples. Switch mx0
Dont compress at all. Switch mx3 Fast compression mode.

The first three are usually of limited use, but you might benefit from tweaking them. My experience
is that manual optimizations to these options doesnt produce big benefits. Dont bother. Dont bother
with this. Automatically set with levels. It is automatically set, so dont bother. Use if you have



quadcore and a huge archive. This may be enabled by default. If you have an elaborate or important
directory structure, use this option. This would be most useful for system backups or really big
backups. Heres the example syntax. Note that you can specify any filename you want for any type.
But some extensions are recommended—they are standard. Example filename archive.7z default
optionExample filename archive.gzip, archive.gzExample filename archive.zip compatibleExample
filename archive.bzip2Example filename tarball.tar UNIX and LinuxExample filename image.iso may
not be supportedExample filename disk.udf It shows the tiso and tudf switches. Almost all of the
examples in this document use t switches. Solid means all the files are compressed as one. Will
reduce compression ratios normally. Some things you can change are dictionary sizes, FastBytes
values, MatchFinder values, and filters. Normally you dont need to deal with these. PPMd is fast and
effective for compressing plain text files. It is ideal for large collections of Word documents. PPMd
does not perform as well on files containing binary data. They are not normally useful. You should
use PPMd when you have a large corpus body of text. This could include HTML or other formatting,
but plain text should dominate. It can improve ratios by around 30% on some datasets. I
demonstrated simple ones at the start of this document. We use more features of the 7Zip command
line. This next command line shows how to create a solid 7z archive of program files executables. It
uses multithreading mode, which means it will be fast on a dual core machine.

PPMd is an extraordinary algorithm for compressing text and is relatively new. It creates a PPMd
archive. Sometimes you do not want to extract to the current directory. This is where o can come in
handy. Use this to set the destination directory. This is really helpful when security and encryption is
involved. The syntax is a bit funky. This next console output shows what happens when you try to
open the passwordprotected archive. The password here is SECRET, which will allow the archive to
be extracted. Processing archive pw.7z. Enter password The password command will automatically
deal with encrypted headers. They are useful to know, however, if you ever need to use them.
Usually you can do better just by using the defaults that are slightly adjusted for your requirement.
The default is ssc on Windows insensitive. The default is scc on Linux sensitive. You can try this if
you have problems opening files. You can use this when you want to specify temp folders. For those
of you who use both Linux and Windows, the casesensitive option is useful. I will show my own
example here with some explanation. In data compression, a volume is a segment of a data set that
is a certain number of bytes long. The volume switch specifies the exact size in bytes, kilobytes or
megabytes. Be careful—you cannot restore an overwritten file normally. It takes another argument.
Back up your data by copying the files in your file manager first. Use it when the new versions are
preferred. Use this for files where the earliest version is most important. New files extracted will
have a number appending to their names. You will have to deal with them later. This will not rename
the new files, just the old ones already there. Specify the name of the destination archive file and the
source files afterwards. You can use the wildcard anywhere. Specify just the directory name. The
7Zip manual helpfully shows this example.

This makes a great way to compress files on your web server for HTTP compression. The different
modes in 7Zip automatically use many different settings. Or you can simply omit the type switch and
that will default to 7z. This format offers the greatest compression ratios, but it does not work in all
places. Please use the y switch. Use this only when you are confident that you are not going to lose
any data. This section answers some questions I had when doing this research, and also some
questions that you may have. It is probably a solid archive. 7z archives are by default solid
archives—all the files are compressed together. Change the archive not to be solid if you want to
update it.The syntax with o is a bit funny so I will show the example from the 7Zip help file. Heres
how it works. Near the start we saw how to add files based on filters, but sometimes you want to
manually exclude certain files. Use the x switch, followed immediately with an exclamation mark and
then the filename. By using the ao switch, described above. There are other options, and it is usually
a better idea to use one of the renaming options aou or aot. The link shows some compression ratios.



You do not need to do this normally, as they are set automatically. An indepth study would be
fascinating. Encryption must be explicitly enabled. The improvement is often small, less than 1%.
7Zip and AdvanceCOMP use the same Deflate encoder, but AdvanceCOMP has more options and is
more finegrained. This provides superior compression with an opensource tool. We created new
archives, added to existing archives, used different formats for compression, and used various
strengths of compression. See 7z1 for more details. Their manual pages explain the differencesIn
contrast to 7za, it cannot handle encrypted archives. Usually it happens with archives created in the
Windows File Explorer. Consider using 7Zip in order to avoid such problems in the future.
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